BURNDY® Grounding
HYGROUND® Compression

TYPE YGHC-C pe B
HYTAP™ CONNECTOR

Irreversible compression ground tap figure “C”
connectors. Accommodates all cable combinations
from #6 solid through 500 kcmil. “C™- shaped _
opening permits placing two continuous parallel £
cables into conductor groove. UL 467 Listed.
Acceptable for direct burial in earth or concrete.
Prefilled with PENETROX™ compound and strip

sealed. Certain sizes are also UL467 Listed and *
CSA Certified for wire to ground rod. IEEE'837 @ s B e

A UL96 Listed for Lightning Protection. 467 9%
e ® Cgr:l;:ge{giglacb%pgfr Stranded Copp er Die Installation Data No.
atalog @ Cableto Ground Rod CableRangeMetric | o | B | Index | y7501y35/ of
Number No. |pat7sorvse | Y | Y4 | crimps
Run Tap Run Tap ® ®
10 mm? 10 mm?
#50.0162) 1wy 0160 | @lemm) | @i2mm)
YGHC2C2 #2 1Sltr" g)oigé) #25t.(0.292) 35 mm? 35 mm? 116 | 0.75 C U-C U-C U-C 1
762mm) | (762mm)
1%%%3?8) #6S0l.0162) Bz | 10mm?
#6 Sol) 762mm) | @12mm) ) ) )
YGHC26C2 2/0{8&((())(.)4;19) #25t(0.292) 70 mm? 35 mm? 141 | 075 0] u-0 u-0 u-0 1
SRl ® {#25tr) (109mm) | (762mm)
1?;%%%?8) 15t (0328) Bz | Bme
{98500 762mm) | (762mm) ) ) )
YGHC26C26 2/0{355(&.;;19) 200'Str. (0419) 70 mm? 70 mm? 154 | 0.75 0 U-0 U-0 U-0 1
38"Rod {98500} (109 mm) (10.9 mm)
3’0{3}3 g-rfo) 6Sal.(0162) o%5mme | 10mm?
St {59500} (25mm) | @10mm)
YGHC29C26 25({)2I(5081£ C(r(T)]."5}75) 200 St (0419) 120 mm? 70 mm? 197 | 075 | 997 U997 U997 uogr 1
12" or5/8" Rod® {98500} (14.4 mm) (10.90 mm)
95 mm? 95 mm?
30 Str. (0470)
. 300 Str. (0.470) (25mm) | (125mm)
YGHC29C29 215/0"k§rm5|/| (E).ggg)@ 250 kemil (0.575) 120 mm? 120 mm? 206 | 088 | 997 U997 U997 U997 1
(14.4 mm) (14.4 mm)
ook | 6500162 150mne | 10mm?
YGHC34C26 | 500 kemi (0.813) {59500} (16mm) | @10mm) | 540 | 0gg | qo11 | uton | stont | Pron 2
{500 kol 2/0'Str. (0.419) 240mm 70 mm
® ol ® {98500} (2035mm) | (1090 mm)
150 mm? 95 mm?
300 komil (0630) | 300 St (0.470) (6mm) | (125mm)
YGHCHCER | sookomil (0813) | 250kemi(0575) | 240mme | foomne | 67 | 088 | 0T ) UM SO AT 2
(20.35mm) | (144 mm)
150 mm? 150 mm?
300kemil (0630) | 300komil(0630) | (16mm) | (16mm)
YGHC3CH4 | sookemi(0813) | 500kcmi (0813) | 240mne | odomme | 291 | MO | 10T UAOTE SO PAOTT 3
(20.35mm) | (20.35mm)
(@ Dimensions in brackets { } represent lightring protection (® Ground rod to copper cable is UL467 Listed for direct burial in
conductors ® earth and concrete , ' Ground Rod PRECRIMP Dies
(@ For ground rod to wire applications, ground rod must be Lt;e:s;;;r:sctors gannof be installed with the Y35 or Y33 Dia.
precrimped; see table for appropriate precrimp dies . N
(3 Where a “U” or “PU" die is recommended with the Y45 ﬂgt::j;der UL48BA for conper wire connectors 1 UPRECRIMP 12
HYPRESS™, a PT6515 adapter must be used . PP T i ) "
MR , For connectors without PENETROX™ oxide inhibitor,add suffix 5/8 UPRECRIMP 58 | U2CABT
® :\lx:EaSSUmor ESACI;IE’ |1S recommended with the Y4 “NP” to the end of the catalog number (example: YGHC2C2-NP) "
a -1 adapter must be used *Please contact Customer Service for applications requiring 3/ UPRECRIMP 34
IEEE-837 2014,
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