BURNDY?® Compression Connections

Copper Compression — Code — Long Barrel — Splice
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COPPER COMPRESSION SPLICE PLATED
\ CRIMP

s U) (§P- P
UL Listed 90° C, Up to 35 kV 4 ® AN
CRIMP

(Continued)

CRiP WIRE 5T0PS
Conductor Dimensions Installation Tooling A
Catalog . Mechanical Y351, Y39, Y750, Y46 R Wi|:e
Number AWG mm? L B Dieless MD6 Die Col Die Index & Lg:,"’:h
(kofcrimps) | VIMRTC | MD7-34R | oo | Number | O | Empossment | -
(#crimps)
YS8C 8Str. 10 175 | 078 W8CVT(2) | X8CRT(2) | USCRT(2) Red 49 718
YS6C oSt — |23 [ 109 | viparereer | M “("ZF;TC WSCVT(2) | XSCRT() | USCRT(@) | Bue | 7or3ns | 1:3/16
YS5C 58t 6 | 255 | 109 v W5CVT(2) | X5CRT(2) | USCRT(2) | Blue 7or374 1-3/16
Ys4C 48t — 255 | 109 WACVT(2) | X4CRT(2) | UACRT(2) | Gray 8or346 1-3/16
YS3C 3Str/2 Sol. 25 280 | 122 — U3CRT (2) — White 9 1-5/16
YR2COWT | 2St-2So. | 25 | 303 | 125 vi I\?ETC el 8 el % U2CRT() | Brown 10 158
YS2C 28tr. 35 282 | 122 W2CVT(2) | X2CRT(2) | U2CRT(2) | Brown 10 1-5/16
ysic 151 50| 307 | 13 |y oarener WICVT(Q) | XICRT1() U1((52F;T'1 Green | 1Mor3’s | 1716
YS25 110 Str. — 308 | 134 @ - W25VT (@4) | X25RT(4) | U25RT(2) Pink 120r348 17116
YS26 200 Str. 70 330 | 145 — W26VT@4) | X26RT@) | U26RT(2) | Black 13 1-9/16
YS27 3/0 Str. — 330 | 145 — W27VT @) | X27RT(4) | U27RT(2) | Orange 14 1-9/16
YS28 4/0 Str. — 357 | 158 — W28VT @) | X28RT(4) | U28RT(2) | Purple 15 1-11116
YS29 250 kemil 120 358 | 158 — W29VT (4) - U29RT(2) | Yellow 16 111116
YS30 300 kemil 150 434 | 195 — W30VT @) — U30RT@) | White 170r298 21116
Ys31 3s0kemil | 185 | 435 | 195 | '/ PA(E? KFT — |wavtw | — | usRT@ | Red | 18or34 | 246
YS32 400 kemil — 462 | 208 — W32VT (4) — U32RT (4) Blue 190r470 2-3/16
YS34 500 kemil 240 491 2.20 — W34VT (4) — U34RT (@) | Brown 200r299 2-5116
YS36 600 kemil 300 585 | 263 | y/PATSIKFT — - — U3BRT(4) | Green 220r472 2-3/4
YS39 750 kemil — 638 | 281 @ — — — U39RT @) | Black 24 215/16
YS44 1000 kemil 500 655 | 294 — — — P44RT(2) | White 27 3116
YS46 1500 kemil — 701 313 — — - — P46RT(6) | Green 31 314
YS48 2000 kemil — 757 | 327 — — — — L48RT4) | Brown 34 3-3/8
(D Not color coded. *** The MM? conductor sizes listed are the recommendations ¢ For applications greater than 2000 Volts consult cable
* Use PUADP-1 adapter with U dies in Y46 HYPRESS™. for Class 2 conductor. manufacturer for voltage stress relief instructions.
** P44RT for use with Y46 HYPRESS™ only. PUADP-1 m  The maximum size for the Y35 is 400 kcemil. 1 Requires Y60BHU HYPRESS™ with L48RT die set.
adapter not required. A See tooling section of this catalog for complete tool and Note: All dimensions shown are for reference only.
die listings
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