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Overhead Distribution
Mechanical Tap Connectors and Covers

TYPE CP-A

PARALLEL GROOVE CLAMP

ACCOMMODATES:
COPPER, COPPERWELD,
AAC†, ACSR, AAAC AND STEEL

MATERIAL: ALUMINUM (cast), 
Aluminum Hardware

Type CP-A is recommended for tap or parallel 
connections. High strength, high conductivity 
aluminum body and hardware provide corrosion 
resistant assembly. Long contact surface 
insures excellent contact and full conductivity. 
PENETROX™ joint compound recommended for 
all combinations.

Catalog 
Number

Groove A Groove B
Fig. 
No.

Dimensions
Wrench Size 
(cross flats)

Torque 
in - lbACSR, 6201, 5005 Copper & 

Aluminum ACSR, 6201, 5005 Copper & 
Aluminum L H W

CP26A26A 1/0 3/0 Sol. - 
2/0 Str. 1/0 3/0 Sol. - 

2/0 Str. 

1 4" 

2-7/8"

2.13

3/4

480

CP27A27A
2/0 

101.8 (12-7) 
110.8 (12-7)

4/0 Sol. - 
3/0 Str.

2/0 
101.8 (12-7) 
110.8 (12-7)

4/0 Sol. - 
3/0 Str. 480

CP28A28A 3/0 
134.6 (12-7) 4/0 Str. 3/0 

134.6 (12-7) 4/0 Str. 480

CP29A29A
4/0 

159 (12-7) 
203 (8-7)

250 
266.8

4/0 
159 (12-7) 
203 (8-7)

250 
266.8 480

CP30A30A
176.9 (12-7) 
190.8 (12-7) 

266.8 (18-1, 6-7, 26-7)
300

176.9 (12-7) 
190.8 (12-7) 

266.8 (18-1, 6-7, 26-7)
300

2

4-1/2" 2.38

480

CP31A31A
211.3 (12-7) 

300 (26-7, 30-7) 
336.4 (18-1)

336.4 
350

211.3 (12-7) 
300 (26-7, 30-7) 

336.4 (18-1)
336.4 
350 480

CP32A32A
203.2 (16-19) 

336.4 (26-7, 30-7) 
397.5 (18-1)

397.5 
400

203.2 (16-19) 
336.4 (26-7, 30-7) 

397.5 (18-1)
397.5 
400

5" 3" 2.50

480

CP34A34A 397.5 (26-7, 30-7) 
477 (18-1)

450 
477 
500

397.5 (26-7, 30-7) 
477 (18-1)

450 
477 
500

480

CP37A37A
500 (30-7) 

556.5 (24-7, 26-7, 30-7) 
636 (36-1) 
605 (24-7)

636
500 (30-7) 

556.5 (24-7, 26-7, 30-7) 
636 (36-1) 
605 (24-7)

636 5-1/4" 3-3/8" 3.00 480

Fig. 1 Fig. 2

†  Accommodates compact and compressed conductors within diameter range.
For other sizes contact factory.
Not recommended for copper to copper applications. Use copper connector.
To ensure proper tightening torque use BURNDY® BTW Torque Wrenches.
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