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Hand Operated Crimper
11 Ton, Latch Head, Dieless

Specifications:
Output Force:	 11 Tons
Tool Weight:	 15.0 lbs
Size:	 23.20” x 7.04” x 3.00” 
Die Style:	 Dieless
Warranty:	 5 year limited warranty

Accessories:
Y644HSCASE:	 Plastic carrying case  (included with tool)

For Use On:

Copper #4 - 1000 kcmil Code; #2 - 777 kcmil Flex

  Terminals: YA-L, YA-2LN, YA, YA-2N, YA-L-2TC, 
    YAB-4N, YA-L-TC, YA-2L, YA-4N, YAV, YAZ, 
           YA-L-FX, YA-FXB, YBA, YAG 

  Splices: YS-L, YS, YS-T

  HYPLUG™: YE-P, YE-P-FX, YEV-P-FX

Aluminum #6 - 900 kcmil

  Terminals: YA-A, YA-A-TN

  Splices: YS-A

  HYPLUG™: AYP, AYPO

ACSR, AAC, AAAC, ACAR #4 AWG - 556.5 kcmil
     
     Splices: YDS-RL

Cable Pulling Heads: YCP-L
  #6 AWG - 1000 kcmil (copper & aluminum)

See Expanded Range details in Reference Section

HYPRESS™ 11 Ton, Latch Head, Dieless
Hydraulic Self-Contained, Hand Operated

Tool:  Y644HSXT

•	 355° head rotation
•	 Dieless System
•	 Range taking capabilities
•	 Only “1” crimp necessary for most standard and long barrel terminals and splices
•	 Easy inspection; positive identification proved with BURNDY® ‘Bug’ (  ) 

embossment after crimp completion

Models: 
Y644HSXT	 Standard Dieless Latch Head tool

Connections are UL Listed to UL 486A-486B 
on BURNDY® Copper and Aluminum Terminals and Splices

Complies with ANSI C119.4 on YDS-RL and YDS-RLNI Splices 
(ACSR, AAC, AAAC, ACAR) 

Qualified for use on YCP-L Compression Pulling Heads


